
 

 
 

Technical Bulletin: 360 UNDERCOVER Rework Pattern  
 
360 UNDERCOVER units are shipped with nozzle extensions to allow our customers to use wide-angle nozzles, like 
Turbo TeeJet®, without the pattern hitting the edge of the 360 UNDERCOVER shield. If your customers are looking for a 
solution to alleviate the need for nozzle extensions, we’ve developed a rework pattern to allow for removal of pieces of the 
side wall on the 360 UNDERCOVER unit. We will be making this adjustment to all 2016 units, as well.  
 
The rework pattern and instructions is on page two of this document. It only takes a few easy steps to complete. Your 
customers will need a grinder or rotary tool. If you have any questions on the rework pattern or instructions, feel free to 
call our Product Support team at 888-512-4890.  
 



TEMPLATE INSTRUCTIONS

PRINT THIS TEMPLATE ON AN 8.5 X 11 PIECE
OF PAPER.  MAKE SURE THE "ACTUAL SIZE" SCALING
OPTION IS SELECTED IN THE PRINT DIALOGUE BOX.

FOLD 1FOLD 1 FOLD 1

FOLD 2 FOLD 2

PUNCH OUT THE TWO CIRCLES AS SHOWN.

PUNCH OUT

FOLD DOWN TOP OF TEMPLATE ALONG LINE
MARKED "FOLD 1"

FOLD DOWN

FOLD DOWN ALONG THE TWO LINES
MARKED "FOLD 2"

PLACE TEMPLATE ON BOTTOM SIDE OF
UNDERCOVER ALIGNING AS SHOWN.

WRAP TEMPLATE AROUND UNDERCOVER, HOLD OR TAPE
IN PLACE, AND TRACE ALONG BOTH ANGLED EDGES

REMOVE TEMPLATE AND TRIM UNDERCOVER ALONG
THE MARKED LINES USING A GRINDER, ROTARY TOOL,
OR OTHER TOOL OF YOUR CHOICE.

FOLDFOLD

ALIGN HOLES

ALIGN WITH EDGE

TRACE HERE

STEP 1:

STEP 2:

STEP 3:

STEP 4:

STEP 5:

STEP 6:

STEP 7:
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